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Benefits — Presse reducing valve DM 512 MANKENBERG
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Special feature | g 2L e
|

High pressure valve for Pressure gauge connection

millibar control
Hard-faced valve cone and
seat

Suitable for high pressure

Inlet pressure up to 100 bar

Soft or hard gasket drops
- J : : .

Also usable for abrasive Special material possible:

media Duplex, Super Duplex,
Hastelloy® and titanium

High pressure reduction ' available

possible in one step . :
Leakage line connection and

: : sealed adjusting screw
Various connection

alternatives: DIN- , ANSI- or m Su(ijtarl]ble fodr flamma(tjt_)le
JIS flanges, welding ends... and hazardous media
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Variable face-to-face length,
no adapters or fitting pieces
required

Many control modules I ]

. available (LU
. Most precise control, also

~ millibar ranges
g
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| Sense line connection
EQ High control accuracy Control pressure
E
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Inlet pressure

Outlet pressure
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Vortelle — Druckminderer DM 512 MANKENBERG

™

| Hochdruckventil fur Manometeranschluss
Millibarregelung

Ventilkegel und Sitz gepanzert

Fur héhere Druckgefalle
geeignet

Weich- oder hartdichtend /n .
Auch fur schleiRende 3 Sonderwerkstoffe moglich:

Vordruck bis 100 bar

B % Pn

g ; in Duplex, Superduplex,
Medien einsetzbar e e
lieferbar
Hohe Druckreduzierung in ' _—
einer Stufe maoglich E\ Leckleitungsanschluss und
Stellschraubenabdichtung
Vielféltige Anschlussmaglich- BGV konform einsetzbar fir
keiten: DIN- , ANSI- oder JIS- m brennbare und gefahrliche
Flansche, Schweissenden ... Medien
Baulange variabel, keine e A
Adapter oder Passstiicke
notig s
L |
o Viele Steuermodule lieferbar { J
| Genaueste Regelung,
~auch Millibarbereiche Vordruck
_,‘.} Steuerleitungsanschluss Hinterdruck
EQ Hohe Regelgenauigkeit Steuerdruck
| — —
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