Benefits —

Start-up bleeding and venting va

Sturdy valve technology
Low maintenance

ve EB 3.52

Large seat surface, soft
sealg

High bleeding and venting
performance, tight valve
closure
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Internal parts and float
resistant to pressure and
corrosion, made of stainless
steel (1.4404 / 316)

Long operational lifespan

Mankenberg clamp system
Easy maintenance

Various connection
possibilities: DIN, ANSI- or
aseptic flanges, welding
ends ...

No adapters or fitting
pieces required

Deep-drawn stainless steel
(1.4404 / 316), corrosion-
resistant, lightweight and
compact

| Long operational lifespan,
~ manageable installation,

I minimum space required
! _

Non-return valve to prevent
venting

Optional elastomer selection

Suitable for ozone, FDA
compliant ...

} Body with excellent surface
o quality
| Easy-to-clean

Special coating
Suitable for corrosive fluids

Float adapted to medium
density

| —
—
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Vortelle —

Be- und Entlufter fur Anfahrbetrie

Robuste Ventiltechnik
Wartungsarm

0 EB 3.52

GrolRe Sitzflache,
Weichdichtung

Hohe Be- und Entliftungs-
leistung, dichter
Ventilabschluss

Mankenberg Schellensystem
Einfache Wartung

CrNiMo-Edelstahl (316)
tiefgezogen, korrosions-

bestandig, leicht und kompakt

Lange Lebensdauer,
handliche Montage,
minimaler Platzbedarf

Innenteile und Schimmer
druck- und korrosionsfest aus
‘ Edelstahl (1.4404 / 316)

Lange Lebensdauer

—

Hervorragende
Standardoberflachengite

Leicht zu reinigen
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Vielféltige Anschluss-
moglichkeiten: DIN-, ANSI-
oder Aseptik-Flansche,
Schweifenden ...

Keine Adapter oder
Passstiicke notwendig

Ruckschlagventil um ein
Beluften zu verhindern

Optionale Elastomerauswabhl

Ozonausflihrung,
FDA-konform, ...

Besondere Beschichtungen

Fir aggressive Fliissig-
keiten geeignet

Schwimmer an die Dichte
des Mediums angepasst &
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